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(7) have storage facilities sufficient to contain the equipment, instruments and supplies of the
electrolysis practice.
(8) Office shall be inspected prior to the comnencing business.

(b) In addition to the items required in Paragraph (a) of this Rule, each laser practitioner office shall
have the following:

(D all doors leading to laser room shall have laser-specific American National Standard
Institute (ANSI) Z136.1 safety signs displayed;

(2) no uncovered mirrors or reflective surfaces;

(3} laser safety eyewear which is labeled with the same wavelength and optical density as the

laser device operated and which is worn while treatment is administered,

(4) all windows protected from laser beam with either an opaque material or white blinds;
(5) a readily available fire extinguisher in the treatment room;

(6) face masks to be worn while treatment is administered; and

{7 an air filter.

(%) Office shall be inspected prior to the commencing business.

(c) A laser or light-based hair removal practice shall be maintained in accordance with local zoning
regulations.

(d) Lasers and light-based devices shall be maintained and operated in accordance with
Occupational Safety and Health Administration (OSHA) standards.

(¢) A copy of the current "Supervisory Agreement" shall be available in the office for inspection
upon request.
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¢.  NO repeated Home Study course will be accepted within a period of
five (3).ysars.

Thank You,

Margaret Wingate
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